






DRIVE SHAFTS BUILDGATE 01

DRIVE SHAFTS BUILDGATE 02

DRIVE SHAFTS BUILDGATE 03

1333.664760, -117.676533

THREAD LOCK

#159
6

THREAD LOCK

#159
6

THREAD LOCK

#159
6

THREAD LOCK

#159
6

x2 x1 x2

x1

x1

x1

x1

x2
x2

x242021
Drive   Shaft, 

Male, CVA

42021
Drive Shaft 
Pin, 2x11mm

42020
Drive Shaft, Female 
(33mm, 42mm)

31532
3x8mm
BHCS

42020
Drive Shaft, Male
(48mm, 60mm)

42018
Drive Shaft, Male
(75mm, rear)

42020
Pin Retainer, 
Short

42020
Pin Retainer, 
Long42021

Drive Shaft, 
Female, CVA

42021
Drive Shaft
Barrel

Rear (mm)
33
42
75

Front (mm)
33
33
48

Female 1
Female 2

Male

Drive Shaft Lengths

42020
Gearbox Side

42020
Axle Side

NOTE: Build a front 
and rear drive shaft

*Not Included *Not Included

NOTE: Install the 
front drive shaft

NOTE: Install the 
rear drive shaft

x442022
Screw Pin

THREAD LOCK
#1596

THREAD LOCK#1596

THREAD LOCK
#1596

33

33

48 48

33

33

NOTE: Make sure the screw 
pins are aligned with each 
female CVA during assembly

NOTE: Make sure the phasing of the drive shafts is correct when installing 
them to the axles and gearbox.

FRONT REAR

33

Correct Phasing

Incorrect Phasing

*Not Included

*Not Included

*Not Included

THREAD LOCK#1596
*Not Included



SHOCK BUILDGATE 03
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SHOCK BUILDGATE 01

SHOCK BUILDGATE 02

x1

x1

x1
x1

x1

42081
O-Ring, 
Shock Collar

31864
Shock Collar,
Plastic

42080
Shock Spring Cup, 
Plastic

3mm

42089
Front Shock Spring,
Gray, 1.49 lb/in, 63mm

42090
Rear Shock Spring,
Blue, 2.09 lb/in, 63mm

SHOCK FLUID
#5422SHOCK FLUID

#5422

Steps 8-9Steps 1-2 Steps 3-4 Steps 5-6 Step 7

NOTE: Build 4 
complete shocks

Pro Tip: Use your 
fi nger to rub shock 
fl uid on the o-ring 

for smoother 
adjustment.

NOTE: Build 4 
complete shocks

SHOCK CAP 
O-RING

SHOCK COLLAR 
O-RING

x2

x1

x1

x1

x1

x2

x1

x1

x1

6299
E-Clip

42081
Shock 
Piston

42040
Enduro
Rod Ends

42083
Shock Shaft, 
3x30mm

42082
Shock Body, 
Silver, 
10x32mm

5407
O-Ring, 
Red

42081
Shock O-Ring 
Spacer

42080
Shock Bottom Cap, 
Plastic

42081
O-Ring, 
Shock Cap

SHOCK FLUID#5422

SHOCK FLUID#5422

NOTE: Build 4 
complete shocks

SHOCK CAP 
O-RING

SHOCK COLLAR 
O-RING

x131392
3x5x0.3mm

Washer

x1 31864
Shock Cap,
Bleeder

Shock Bleeding Steps:
1. Pull shock shaft down.
2. Fill shock body 3/4 full with silicone fluid.
3. Slowly move the shock shaft up and down to remove air from 

under piston.
4. Wait for bubbles to come to surface.
5. Fill shock body to top with silicone fluid.
6. Place a drop of fluid in the cap and on cap threads.
7. Install cap (without bleeder screw) and tighten completely.
8. Slowly compress shaft all the way to bleed excess silicone 

shock fluid out the bleeder hole in the shock cap (use rag 
around shock to catch excess fluid).

9. Install M2x4mm button head cap screw until snug while 
shaft is fully compressed.

x131510
2x4mm

BHCS



SHOCK BUILDGATE 04

BUMPER / WHEELS & TIRES / BODY BUILDGATE 01

BUMPER / WHEELS & TIRES / BODY BUILDGATE 02

1533.664760, -117.676533

x1
x1

x1

x1

x1
x1

89233
3x24mm 
FHCS

42162
Winch 
Motor

42162
Winch 
Base

42162
Winch Cap

89210
3x20mm 
FHCS

42162
Winch 
Spool

x2

x2

x2

x1

x1

25211
3x10mm

BHCS

42270
Body Post, 

Rear

89222
2.5x8mm

SHCS

42162
Fairlead

42162
Bumper

x2 25188
3x20mm 
BHCS

NOTE: Install #41088 
screws in a crossing pattern2

3

4 5

6
1

x6 41088
2.6x10mm
BHCS

x1

x1

x1

x142041
Pivot Ball,

6mm 25187
3x14mm
BHCS

41091
3x20mm
LP SHCS

42041
Pivot Ball,
Upper Shock

x1

x1

x1 x142041
Pivot Ball,

6mm

2308
3x18mm

BHCS

41091
3x20mm
LP SHCS

42041
Pivot Ball,
Upper Shock

x1

x1

x1

x1

x1

42100
Enduro Method 701
Outer Wheel, Bronze

42106
Tire Insert

42106
Tire, General 
Grabber X3

42100
Enduro Method 701
 Inner Wheel, Bronze

42100
Beadlock 
Ring

x142100
Enduro Method 701 
Wheel Hub, Bronze

#42100 - Method 701, Bronze
#42101 - Method 701, Black
#42108 - The Ocho, Silver
#42109 - The Ocho, Black
#42177 - The Ocho, Bronze
#42328 - Steelie, Black

Wheels - 1.9”
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BUMPER / WHEELS & TIRES / BODY BUILD

BUMPER / WHEELS & TIRES / BODY BUILD

CAGE BUILD: BAG 10

GATE 03

GATE 04

GATE 04

x4 41089
3x6mm 
LP SHCS

x4 6332
Body Clip

x4

x2

x2

x1

42162
Door Hinge

42162
Mirror

42162
Door 
Handle

42161
Ecto Body

x1242145
Mounting 
Grommet

x142161
Fuel Cell

x4

x2

x1 25202
3x10mm

FHCS

25187
3x14mm

BHCS 42162
Bed Hoop

x2

x2

42161
Number 
Plate

42161
Down Bar

#42160 - RTR Yellow
#42161 - Clear

#42164 - RTR Green
#42179 - RTR Black
#42392 - RTR Silver

Bodies

x2 25391
FT Locknuts, 
M4, Flanged, 
Blue Aluminum

x2 42100
Wheel Cap,
Bronze



STEALTH X: BUILD CONFIGURATION: MOTOR MOUNT FACING REAR (STOCK)GATE 01

STEALTH X: BUILD CONFIGURATION: MOTOR MOUNT FACING REAR (STOCK)GATE 02

STEALTH X: BUILD CONFIGURATION: MOTOR MOUNT FACING FRONT (OPTIONAL - REQUIRES #42024 - TOP SHAFT )GATE 03

1733.664760, -117.676533

20T

20T 20T 20T

20T 20T28T

28T 28T 28T

28T 28T

27T 26T

52T

52T 52T 52T

52T 52T

53T 54T52T

52T 53T 54T

28T

28T 27T 26T

OVERDRIVE: 
Overdrive is a scenario where the front and rear wheels do not rotate at the same speed.  The Stealth X gearbox is designed to 
allow the front wheels to spin faster than the rear wheels.  Overdrive is advantageouse when climbing up rock faces because the 
front tires will want to pull the vehicle up the rock.  On descents, the rear tires rotating slower than the front tires will help keep 
the chassis more stable and keep the rear tires planted on the ground.

Stealth X: 
The Stealth X gearbox allows the driver to change the front-to-rear drive ratios with 3 separate ratio adjustments to the rear 
drive shaft.  The driver has the option to fl ip the gearbox direction (motor mount facing the front).  The optional inverse top shaft 
(#42024) is required.

Please Note: 
The 20T top shaft, 28T idler gear, and 52T drive gear will always be meshed together in all 6 gearbox confi gurations.

1:1 (No Overdrive)

1:1 (No Over Drive)

Overdrive Option 1 (Stock)

Over Drive Option 1 (Stock)

Overdrive Option 2

Over Drive Option 2

Front Of 
Vehicle

Front Of 
Vehicle

Rear Of 
Vehicle

Rear Of 
Vehicle




