22 Wheel and Tire Build - Bag G - Step 1

7840
RC10GT front
wheel, wide,
inner

7870

RC10GT front
tires, wide

Build 2

7840
RC10GT front
wheel, wide,
oufer

TIP: It is recommended to glue the
tire beads to the wheels!

7840

RC10GT front
wheel, wide,

spacer

Do not
overtighten
wheel screws!

7807 >}
4-40 x 5/8
SHCS

:: Wheel and Tire Build - Bag G - Step 2

7807
RCI1OT rear
wheel, inner

7871
RC10T rear
tires

Build 2

7807
RCI10OT rear
wheel, outer

TIP: It is recommended to glue the
tire beads to the wheels!

7807

RC10OT rear
wheel, wide,

spacer

Do not
overtighten
wheel screws!

7807 ¢
4-40 x 3/4
SHCS

:: Wheel and Tire Build - Bag G - Step 3

~
~

3977383 _—

Bearing
3/16 x 3/8

Build left and right sides!

px2)
5-40
locknuit

=
8-32 steel
locknut

N

Build left and right sides!




22 Fuel Tank:/ Servo Build - Bag F / H - Step 1
Servo not

6279 343 7 53.4 X2 included! 4-40 nut, |
Steering thin

Ball cups servo mounts
(white)
o TIRTATTT T — S A m Ballstud

= «20 (silver)
6261
Turnbuckle

\

Servo Turnbuckle
0.70” (18mm) _
#4 aluminum

© K ﬂ washer A horn and P”

4-40 x 3/8 screw nof
SHCS included!

22 Fuel Tank / Servo Build - Bag H - Step 2

7534 7534 A3
Reciever/ Throttle/brake

mount servo mounts

4-40 x 3/8
FHCS 4-40 x 5/16

FHCS

2z Fuel Tank / Servo Build - Bag H - Step 3
Servo

g born o
7719 5407 58

|
J.,& 'f included! RCIOGT | Red o-ring

‘ J,-,& 230 x5 /Z;? Fuel tank

SHCS
px2)

#4 aluminum
washer

Servo nof
included!

_—— 4-40x5/16

FHCS




22 Engine / Exhaust Install - Bag I - Step 1
px2] 7625 .
E [
4-40x 1/2 Engine i:z:::e':;’.'
SHCS adapfter, rear
px 4]

#4 aluminum
washer

7625 /

Engine
adapfter, front

RCI10GT
clutch
nut

760143 7610
px2) RCTOGT S peTooT
4-40 x 5/8

clutch 2-shoe
BHCS shoes flywheel

washer

22 Engine / Exhaust Install - Bag I - Step 2

Carb not
included!

6902 43

3/16 x5/16 -
bearing, 3% Clutch

flanged ‘ 9 nut

e=clip
— RC10GT
clutch bell,
15T - 32P

22 Engine / Exhaust Install - Bag I - Step 3

Engine Installation. " Check gear mesh.

Line up your engine with Iy [N\ m Set the gear-to-pinion gear spacing (gear
the clutch assembly and > 4-40 x 3/8 mesh]. Make sure you can still slide your
flywheel assembly in your A SHCS en'glne mount, then mesh the clutch bell pIﬂ'IOﬂ

engine mount. Center « yvn:h the spuh glearj. The correct gear spacing
your engine on your ‘ is when Fhe pinionis as close to Fhe spur gear
mount. Now fasten the . [ as poss@le, but if you hold the pinion gearn you
motor to the mount with , should still be able tlo r*pck the spur gear back
four screws. A "\ A and forth slightly with light phessur‘e. Boll the

Do not tighten yet! : R v gears and check the mesh in several dlffel'"ent

5 locations on the spur gear teeth to check if the

spur gear is slightly out of round.
AN~ AN 7 7 NP Wi

N
JL\@ -

{




22 Engine / Exhaust Install - Bag I - Step 4

7734
Manifold 4-40 7728 Px2)

gasket locknut RCI0GT Zip fies

tuned pipe
5407
~~ Exhaust ?G
manifold,
non=pull G

starf 7733
RC10GT

exhaust
#4 aluminum

washer

px2)
4-40 x 1
SHCS

RCI10GT
tuned pipe
bracket

2-20 x 3/8 !
FHCS 1

:2 Throttle and Brake Links - Bag J - Step 1
7560 323 7560 7560
Collar N\ Throtile Throtile

pivot spring
2
7560 393
7560 383 % __—3-40x1/8
23x6 ~—_ 1 o

f
self tapping 7 <& set screw
screws 7560

7534 / ) _— 2-56
~ ball end
Throttle 7560 \
/ brake 2-56
servo horn throtile

rod Install your stock servo horn to your servo with the stock servo screw.
(You may have to trim away a part of your stock servo horn so the
locking collar for the brake linkage in Step S won’t hit it.)
Mount the #7560 aluminum throttle pivot to the #7534 adapter with
the #7560 throttle pivot clip, with the clip’s inner teeth flaring away
from the adapten
Screw one #7560 ball cup onto the end of the #7560 throttle rod.
Slide on one #7560 collar about an inch away from the ball cup and
tighten it down with a #7560 set screw.
Slide on the #7560 long throttle spring. Slide the throttle rod through
the throttle pivot, then slide on and fasten the second #7560 collar to
the rod so there is about one inch (xxmm) of space between collars.
Attach the servo horn adapter assembly to your servo horn with the
two #7580 screws provided. See photo for proper orientation of
adapter to your servo.
Snap the ball cup onto the carb’s ball end.
Cut off the remaining part of the throttle rod. Make sure you leave
1/2inch (12.7mm) so you can adjust the throttle linkage.




s Throttle and Brake Links - Bag J - Step 2
BRAKE LINKAGE

') Add a #7560 collar onto the second rod and secure it about
3/8” (9.53mm) from the end of the threads. See drawing below.
2) Bend the brake rod according to the actual size drawing below, including
the angled bend at the short side. Cut the rod to the length shown.
3) Slide the threaded end of the rod through the disc brake cam. Drop the bent

end of the brake rod through the adapter hole shown. Attach a #7560 collar 2-56
with a #8591 set screw to the end of the rod.

Steel

4) Slide on another 7560 collar with #8951 set screw, a #7560 locknut
washen then the #4118 spring, then the #7560 locknut. Brake rod

5) Tighten the locknut down until shown in the picture.

spring

#4 aluminum
washer

7560393
Collar

4-40 x 1/8
sef screw

sz Throttle and Brake Links - Bag J - Step' 3
IDLE SETTING

FULL THROTTLE
Adiust fhe - \ ‘ 2) Apply full throttle

(pull the trigger of your
) . a .
Garb almost 'hrO"’e "nkage » carb fully transmitter all the way
back). Your carb should be

|Sed ,) Turn onyour h fully open. Ifit is not, then
adjust the collar nearest
to the adapter (You may
also adjust your throttle
trim according to your
radio’s instructions.)

BRAKE APPLIED

[ opened
transmitter then the kit's

electronics (don’t start the
engine). When at idle
(crigger of transmitter not
pulled), adjust the collar
near the adapter so there
isupto1/18” (1.58 mm)

of space between the

collar and pivot.

N

AV

3’ Now apply the brake.

Your carb should be at idle
position. The spring should
not be completely
compressed.

il

1) Smallgap here

3) Should not be fully
compressed
4) 6)
IDLE SETTING ‘ FULL THROTTLE BRAKE APPLIED
carb almost
closed

carb almost
closed

4) Small gap here




22 Fuel Tubing Install - Bag Misc. - Step 1

FUEL TUBING

Slide one end of the #7724 fuel tubing onto the fuel
tank outlet fitting. Bring the other end of the tubing
over to the other fitting. VWhen you have the correct
length without kinks in the tubing or rubbing against
other parts of the truck, then mark the fuel tubing and
cut it to that length. Again check to make sure the fuel
line clears the spur gear or any other parts.

Install the tubing into the fitting on the top of the fuel tank.
Take one of the small wire ties and loop it around the muffler
bracket, leaving as large a loop in it as possible. Take your fuel
tubing and run it through the wire tie, then loop it around and
bring it back through the same side of the wire tie again.
Now take the end of the tubing and squeeze it into the hole in
the tuned pipe muffler about 3/8”.

Now tighten the wire tie, but not so tight that it will begin to
compress the tubing. Cut off the end of the wire tie.

2/ Air Filter Install - Bag Misc. - Step 1

7542 343
Air filter

Zip tie the air filter boot fo the carb.

foam T~

7542
Air filter
booft

Pre-lube the air filcer
outer elements

eceiver. Battery Pack: - Bag/ D, I, Misc. - Step 1

px2]
— Zip ties

Run zip ties thru the
openings of the rear bumper
and around the receiver

/ : - ) . battery pack as shown.

Receiver
battery not
included!




:2 Antenna, Receiver, Body. Install - Step 1

6727

6338 Servo fape

Anfenna tube
and cap

Receiver not
included!

4-40 x 5/16
BHCS

T

6131
RC10GT
wing

6131

RCI10GT
body, clear

px 3]

4-40
locknut

:2 Antenna, Receiver, Body. Install - Step 2
Painting Tips:

Your RC10T Kit comes with a clear polycarbonate body and wing. You will need to prep
the body and wing before you can paint them. Wash the inside thoroughly with warm
water and liquid detergent. Dry the body and wing using a clean, soft, lint-free cloth.
Use high quality masking tape to make masks for the windows and install them on the
inside of the body (RC cars get painted from the inside).

Using high quality masking tape, apply tape to the inside of the body to create a
design. Spray (either rattle can or airbrush RC specific paint) the paint to the inside of
the body (prefferably dark colors first, lighter colors last).

NOTE: use ONLY paint that is recommended for use with (polycarbonate) plastics.
If you do not, you can destroy the plastic body and wing!).
It is recommended to wear a mask while painting.

After the paint has dried, cut the body and wing along the trim lines.
Make sure to drill or use a body reamer to make the holes for the body mounts, wing
mounts, and antennal

o

6332 ]

" Body clip
U

px 4]




FIND IT ON ASSOCIATEDELECTRICS.COM

SETUP SHEETS
CARS & TRUCKS S MANGALS A-TEAM APPS

WEB APPS

Vehicle Spare Parts Setups and Manuals Tuning Guides & Tips
GO TO: GO TO: GO TO:
AssociatedElectrics.com mp AssociatedElectrics.com mp AssociatedElectrics.com mp
Team Associated tab =) Team Associated tab mp Support mp
Cars & Trucks mp Manuals & Setups mp A-Team Apps
Scroll to your vehicle mp Scroll to your vehide

Parts & Accessories link

ASSOGIATED ELEGTRICS

Since 1964

Associated Electrics, Inc.
21062 Bake Parkway Lake Forest, CA 92630 USA

call: (949) 544-7500 - fax: (949) 544-7501

Check out the following web sites for all of our kits, current products,
new releases, setup help, tips, and racing info!

www.AssociatedElectrics.com

TeamAssociated @TeamAssociatedRC @Team_Associated ..

Reedvpower @Reedvpower @ReedyPower @ASSDCiatEd_Electrics
ElementRC @Element_RC
Factory Team @FactoryTeam_RC




