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:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 1- Step 1

:: :: Shocks Build Shocks Build - Bag G - Step 2

:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 3- Step 3

!91934
FT 13mm 

shock piston, 
2.5mm 
[2x1.8]
“front”

92428
FT 13mm  

shock piston,
2.5mm [2x1.9] 

“rear”

91615
V2 3 x 21mm 
shock shaft 
TiN “front”

31510
M2 x 4mm 

BHCS

31510
M2 x 4mm 

BHCS

89278
2.5mm 
washer

89278
2.5mm 
washer

91619
V2 3 x 27.5 
shock shaft 
TiN “rear”

!
Lightly rub shock oil on the 
O-ring before installation!

Racers Tip:

Coating the O-rings with 
green slime (#1105) helps 
seal & reduce O-ring swell! 
Green slime not included 

in kit!

91923
FT Fox 

Shock Bodies, 
13x23mm, with 

Genuine Kashima Coat 
(front)

91925
FT Fox 

Shock Bodies, 
13x27.5mm, with Genu-
ine Kashima Coat (rear)

91996
13mm shock 
hat bushing

91996
13mm shock 
hat bushing

91996
13mm shock 

spacer

91996
13mm shock 

spacer

91493
X-ring

91493
X-ring

31327
VCS3 shock 
bottom cap

31327
VCS3 shock 
bottom cap

91996
13mm shock  

cap o-ring

91996
13mm shock  

cap o-ring

FT GREEN SLIME#1105
FT GREEN SLIME

#1105

!
Lightly rub shock fl uid or 
green slime on threads.

92419
Shock eyelets
front shocks

0mm 92419
Shock eyelets
rear shocks

+4mm

4187
Washers, 

6x3x1 mm, 
nylon

91819
Shock 

pivot ball 91819
Shock 

pivot ball

FT GREEN SLIME

#1105

SHOCK

 FLUID

Racers Tip: 

Use marker to mark over the 
numbers on the pistons to make 

them easily visibilie!

Mount the shock pistons 
with the number facing 

up!

Build x2 front shocks

Build x2 front shocks

Build x2 front shocks

Build 2 rear shocks

Build 2 rear shocks

Build 2 rear shocks

!
!

There are 3 lengths of 
shock eyelet in the kit.  

Pay attention to length when 
building as these aff ect your 

droop and uptravel.

Note:
There are x16 internal limiter 

washers (#4187) included.
Use these on high traction 
conditions to limit the down 

travel as needed.

0mm +2mm +4mm

+2 +4
0

x2x2 x2x2

x2x2 x2x2

x4x4
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:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 4- Step 4

:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 5- Step 5

:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 6- Step 6

SHOCK

 FLUID
SHOCK FLUID

Front Shock: 30wt
#5422

Rear Shock: 25wt
#5428

Steps 9-10Step 8Steps 6-7Steps 4-5Steps 2-3

Shock Bleeding Steps:

1. Before assembly, get each bleed screw and thread 
it 1-2 turns into the shock cap, then remove the 
screw.  This will make it easier when you are bleed-
ing your shocks.

2. Pull shock shaft down.
3. Fill shock body 3/4 full with silicone shock fl uid.
4. Slowly move the shock shaft up and down to 

remove air from under the piston.
5. Wait for bubbles to come to surface.
6. Fill shock body to top with silicone shock fl uid.
7. Place a drop of oil in the cap and on cap threads.
8. Install cap (without bleed screw) and tighten 

completely.
9. Slowly compress shaft all the way to bleed excess 

silicone shock fl uid out the hole in the cap (use rag 
around shock to catch excess fl uid).

10. Install M2x4mm button head screw until snug 
while shaft is fully             compressed.

31510
M2 x 4mm 

BHCS

Stroke
Front: 21mm
Rear: 28.5mm

Stroke

Racers Tip:

Use your fi nger to rub shock 
fl uid on the O-ring for smoother 

adjustment!

91926
13mm Shock 

Cap

91928
13mm 

Threaded 
Collar 

91996
13mm 

Threaded 
Collar 
O-ring

x4x4

x4x4

Build x2 front shocks

Build x4

Build x2 rear shocks

91942
13mm front 
spring, blue 

(3.60lb)

91948
13mm rear 

spring, white 
(1.90lb)

91966
13mm Shock 
Spring Cup

(Rear - 0mm)

91966
13mm Shock 
Spring Cup

(Front - 5mm)

#91966 13mm Shock Spring Cups
0mm 5mm 9mm

!
Screw collars to top.  

Use to adjust ride 
height.
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1:: :: Shocks Build Shocks Build - Bag G - Step 8

:: :: Chassis Build Chassis Build - Bag H - Bag H - Step 1- Step 1

:: :: Shocks Build Shocks Build - Bag G - Bag G - Step 7- Step 7

4-40 x 3/8”
BHCS

4-40 x 1/4”
BHCS

RC10 nose brace 
tubes, black

(kit exclusive color)

OPTIONAL
6638

RC10 nose brace 
tubes, silver

Build left and right sides!

6649
4-40 x 3/4”

SHCS

6649
4-40 x 3/4”

SHCS

6472
4-40

locknut,
plastic

6472
4-40

locknut,
plastic

31385
Aluminum 

washer, 1mm

THREAD 

LOCK

#1596

THREAD 

LO
CK

#1596

Build 2 (1 left, 1 right)

Build 2 (1 left, 1 right)

Build 2 (1 left, 1 right)

x2x2

2

1
x2x2

x2x2

x2x2

6538
4-40 x 1/2”

BHCS

6538
O-ring

6538
RC10 4WD
thumb nut

6538
RC10 4WD
battery tray

6538
4-40 

locknut

6538
RC10 4WD

thumb screw

Build x2
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:: :: Chassis Build Chassis Build - Bag H - Bag H - Step 2- Step 2

:: :: Chassis Build Chassis Build - Bag H - Bag H - Step 3- Step 3

:: :: Steering Servo Build Steering Servo Build - - Bag I Bag I - Step 1- Step 1

Battery not 
included!

ESC not 
included!

Receiver not 
included!

6727
Servo tape

RC10 
antenna 
mount,
black

6649
4-40 x 3/8”

FHCS

6338
Antenna tube 

and cap

4-40 x 1/2”
SHCS 

Servo not 
included!

41096
3x8mm

LP SHCS

92418
B7 servo 

mount

x4x4

x4x4

x2x2

Orient the notch 
to the left throughout 
the car.  It indicates 

which end has the left 
hand threads!

!

Servo Turnbuckle
1.18” (30mm)

Racers Tip:

Use black grease 
(#6588) on the 
threads of the 
turnbuckles for 
easier ball cup 

installation!

BLACK GREASE#6588

6535
HD Ball 

cups

6547
Steel turnbuckle,  

Silver (3.5x48mm)

x2x2

6649
4-40 x 3/8”

FHCS

6649
4-40 x 3/8”

FHCS

x4x4 x2

x2x26653
RC10 battery 

cup, black

6649
4-40 x 3/8”

FHCS

x2x2

6653
RC10 battery 

cup, black
!

Note:
There are 3 options for battery mounting.  

Long pack inline, shorty pack inline and shorty 
pack sideways.  Use only one battery cup in 

corresponding chassis hole for inline battery 
confi guration.  You can use the updated battery 
hold down in Bag H - Step 1 (page 15) or use the 
original style battery strap with SHCS’s w/ hole 

and body clip to secure the battery if desired.  
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:: :: Wing Mount / Wheels / Accessories Build Wing Mount / Wheels / Accessories Build - - Bag J Bag J - Step 2- Step 2

:: :: Wing Mount / Wheels / Accessories Build Wing Mount / Wheels / Accessories Build - - Bag J Bag J - Step 1- Step 1

:: :: Steering Servo Build Steering Servo Build - - Bag I Bag I - Step 2- Step 2

31531
3 x 6mm

BHCS

91718
B6 Wing 
Mount

6566
Gear cover 

and plugMotor not 
included!

Pinion not 
included!

4-40 x 1/4”
SHCS

6649
 4-40 x 1/2”

FHCS

4-40x x1/2”
BHCS

Servo 
horn and 
screw not 
included!

32041
HD ball stud, 
short, 4mm

x2x2

x2x2

x4x4

x2x2

x2x2
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:: :: Wing Mount / Wheels / Accessories Build Wing Mount / Wheels / Accessories Build - - Bag J Bag J - Step 3- Step 3

:: :: Wing Mount / Wheels / Accessories Build Wing Mount / Wheels / Accessories Build - - Bag J Bag J - Step 5- Step 5

:: :: Wing Mount / Wheels / Accessories Build Wing Mount / Wheels / Accessories Build - - Bag J Bag J - Step 4- Step 4

8-32 steel 
locknut

8-32 steel 
locknut

9690
2WD front 

wheels, 2.2”, 
12mm hex, white

9695
2WD rear 

wheels, 2.2”, 
12mm hex, white

6649
4-40 x 3/8”

FHCS

91718
Wing 

washers

6720
RC10 

Mirage Pro 
body, clear

92424
B7 wing, 

clear

91718
B6 wing 
spacer

Tires and inserts 
not included!

x2x2 x2x2

x2x2

x2x2

Build x2

Build x2

!
Note:

Use hook and loop tape to 
install body.  Install on the 

inside of the body and to the 
outside of the chassis sides.

(#91743)
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:: Painting Tips:: Painting Tips

:: Notes:: Notes

Painting:
Your Kit requires a clear polycarbonate body.  You will need to prep the body before you can paint it.  
Wash the INSIDE thoroughly with warm water and liquid detergent (do not use any detergents with 
scents or added hand lotion ingredients!). Dry the body using a clean, soft, lint-free cloth.  
Use the supplied window masks to cover the windows from the INSIDE of the body (RC bodies get 
painted on the inside).  Using high quality masking tape, apply tape to the inside of the body to create 
a design. Spray (use either rattle can or airbrush) the paint on the inside of the body  (preferably dark 
colors first, lighter colors last).  NOTE: ONLY use paint that is recommended for (polycarbonate) plastics.  
If you do not, you can destroy the body!  After the paint has completely dried (usually after 24 hours), cut 
the body along the trim lines. Make sure to drill or use a body reamer to make the holes for the antenna 
if needed!  Use hook and loop tape to secure the body to the side rails of the vehicle.
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Track:Track:         Event:Event:

Conditions:Conditions:     IndoorIndoor                   OutdoorOutdoor              Temp.Temp.                  Rev.1Rev.1

:: For more setups, visit RC10.com and click on “Setup Sheets”:: For more setups, visit RC10.com and click on “Setup Sheets”

Rear Hub 
Carriers:
0°
1.5°

WeightWeight
Battery Placement:
Ballast Weight:
Notes:

Motor / BatteryMotor / Battery
Motor & Wind:
Pinion:        Spur Gear:
Battery:

Radio / ESC SettingsRadio / ESC Settings
Radio:
Throttle / Brake: e.p.a:    Expo:
Servo:    Steering Expo:
ESC:    
ESC Settings:

Tire:
Compound:
Insert:      Wheel:

Rear TiresRear Tires

Front TiresFront Tires
Tire:
Compound:
Insert:      Wheel:
Race and Vehicle CommentsRace and Vehicle Comments
Qualify:     Main:    Finish:   TQ:
Comments:

Front ShocksFront Shocks Rear ShocksRear Shocks
Shock Body:         Shock Shaft:
Spring:       Piston:
Shock Fluid:      Eyelet:
Limiters:  Int:    Ext:    Stroke:
Notes:

Shock Body:         Shock Shaft:
Spring:       Piston:
Shock Fluid:      Eyelet:
Limiters:  Int:    Ext:    Stroke:
Notes:

Camber:

OtherOther
Body Type:
Wing Type:

Track InfoTrack Info
Surface:
Dirt
Carpet
Astro
Multi

Traction:
Low
Med
High

Moisture:
Wet
Damp
Dry

Conditions:
Grooved
Dusty
Smooth
Bumpy
Hard Pack
Loamy

Ride Height / WheelbaseRide Height / Wheelbase Rear SuspensionRear Suspension

Front Ride
Height:

Rear Ride
Height:

Wheelbase:
Short
Long

Rear Drive Shafts:
CVA
Dogbone

0

1
High

High
Low

Low

23

A C DB

Front SuspensionFront Suspension

Steering Block:
Inline
Trailing

Camber:

Toe:

Caster:
25°
30°

4

1

1

2

2

3

56

OI

DrivetrainDrivetrain
Slipper:
2 Pads   3 Pads   4 Pads
Notes:

24mm 25mm

-1.5deg

Spencer Rivkin - 1st place (1989-1993) Class

New Orleans Hotel/Casino Arena, Las Vegas, NV

October 19, 2025

2025 Team Associated Vintage Champs

0

-1.5deg

0.5deg out

AE Blue 13mm
Kit Kit

Sideways with ESC & Rx mounted behind it

V2 slipper

AE Green 13mm2x1.5 1x1.6 2mm
Kit Kit

75T25T

3x1.7 2mm
0 035wt 27.5wt
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